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SHOP DRAWINGS

Introduction

The fabricator prepares shop drawings and erection drawings by interpreting the
engineering drawings in the contract plans. The engineer who prepares the engineering
drawings shall generally be responsible for checking of the corresponding shop drawings.

Scope

This article covers the responsibilities of the Engineer regarding shop drawings review. The
Engineer's responsibilities include two requirements, expediency and completeness, in
checking the shop drawings for conformity to contract plans, specifications and special
provisions.

Commentary

An engineer charged with checking shop drawings for the first time often asks or wonders,
"How complete or to what detail should the drawings be checked? The answer to this
question is as variable as are the details prepared by the engineer. As the engineer gains
experience in checking shop details, he acquires working knowledge of what must be
checked and what may be scanned over. The remainder of this article may serve as a guide
to the inexperienced checker and a reminder to the experienced engineer.

Guidelines, Shop Drawing Review

1. Always check shop drawings to the extent you are satisfied that the structure
described can be fabricated and erected according to the governing plans and
specifications.

2. Shop details shall have top priority unless you are otherwise instructed. This rule is
needed to avoid costly delays in the bridge construction.

3. The amount of time to be spent checking shop details should be proportional to
their complexity and quantity of sheets involved.
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Table Showing Materials Unit Weight .

The following unit weights shall be used in computing dead load and for estimating pay
quantities where payment for material is to be made on the basis of weight:

MATERIAL UNIT WEIGHT
(kg/m3 )

Steel,:   Rolled, cast, copper bearing, silicon, nickel and stainless 7850

Iron, cast 7130
Iron, malleable 7530
Iron, wrought 7800

Aluminum, cast or wrought 2770

Copper, alloy 8590
Copper, sheet 8940

Bronze, cast 8590

Lead, sheet 11320

Zinc 7210

Timber, treated 960
Timber, untreated 770

Concrete, plain or reinforced 2400

Brick, common 1920

Asphalt plank 1730

Macadam or gravel, rolled 2240

Embankment fills, rammed sand or gravel 1920

Loose sand and earth 1600

Cinder filling 960
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STANDARD PLANS AND STANDARD DETAILS

Introduction

This section is intended to provide a list of available standard plans and standard details in
order to prevent duplication of work.  As these standard plans and standard details are
continually being revised, it is the responsibility of the consultant or the in-house engineer
to check with the project coordinator that the appropriate standard plans and standard
details are included in the plans.  Consultant manhours should not be included for details
already covered on standard plans or standard details.  All standard plans are listed on the
title sheet along with its call number and latest revision date.  Drawings for standard plans
and standard details maintained by the Bridge Design Section are included in Appendix
"A". All other standard plans (roadway, hydraulic, traffic control) may be obtained through
the Department's General Files Section or the appropriate Department section.

Definitions

Standard plan: An independent design detail (or series of details) that is routinely
incorporated into the construction plans without modification and has been designated by
the Chief Engineer as a standard plan.  Official Department standard plans are signed by the
Chief Engineer and described by a call number on the drawing ( i.e., GR-200 (M)).

Standard detail: Details maintained by the Bridge Design Section and are not signed by the
Chief Engineer.  These details are not official Department standards, and may require
supplemental information for specific projects. These details are normally used on bridge
related projects only.

Policy for Adoption, Revision and Distribution of Standard Plans

The Contracts and Specifications Engineer Administrator will be responsible for the
administering of all Standard plans. Proposed additions, deletions, and revisions must be
submitted to his office in order to obtain the approval of the Chief Engineer.  See E.D.S.M.
I.1.1.2 for further information.

Use of Standard Plans and Standard Details by entities other than DOTD

1. The Department will furnish a blue-line print of a Standard Plan or Detail stamped
"For Informational Purposes Only".

2. The Department will furnish a reproducible copy of a Standard Plan or Detail if the
requesting entity submits a formal, hold-harmless resolution, signed by someone
with authority to accept responsibility.  The letter for this request shall specify the
project name and location for which the plans will be applied.

Rev. 12/01/99



 8 (15)

3. The reproducible will be furnished to the consultant working for the requesting
entity on a project specific basis.

Standard Plans Maintained by the Bridge Design Section

Guardrail:

1. GR-200 (M), Guardrail For Bridge Ends, T-intersections

2. GR-201 (M), Guardrail For Median & Roadside Obstacles

3. GR-202 (M), Guardrail For Box Culvert

4. GR-203 (A) (M) and GR-203( B) (M), Guardrail For Off-System Bridges

Miscellaneous:

1. SWBS-100 (M), Steel Wire Bar Supports

2. RW-01 (M), Retaining Wall

Standard Details maintained by the Bridge Design Section

Concrete Slab Spans (Superstructure, Substructure and Approach Slabs)

1. 6 m and 20 ft. Cast-In-Place Slab Spans (On-System Bridges)

2. 6 m and 19 ft. Precast Slab Spans (Off-System Bridges)
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Span and Girder Details:

1. Miscellaneous Span and Girder Details, Prestressed Girders

2. Optional Span Details Concrete, (precast panels)

3. Optional Span Details Steel, (precast panels)

4. Strip Seal Joint

5. GF-1, Open Steel Grid Floor

6. GF-2, Open Steel Grid Floor (Heavy Duty)

7. Bridge End Drain Details

Revetment:

1. CR-1 (M), Cast-In-Place Revetment

2. FR-01 (M), Flexible Revetment and Rip-Rap

Piling:

1. CS-216 (M), Precast-Prestressed Piling

2. Prestressed Cylinder Pile

3.  Alternate Pile Splice, Dyna-A-Splice

4. Pile Splice, Cement Dowel

5. Concrete Pile Alternates

Approach Slab Drainage:

1. ASD-SS, Underdrains for Approach Slabs (Slab Spans)

2. ASD-SA, Underdrains for Approach Slabs (Girder Spans)

Rev. 12/01/99
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Barrier Railing:

1. BR-01 (M), Barrier Railing (Girder Spans)

2. BR-02 (M), Barrier Railing (Slab Spans)

3. BR-03 (M), Barrier Railing (Low Speed Urban Transition)

4. BR-04A (M), Barrier Railing (Precast Slab Spans, Bolted Barrier)

5. BR-04B (M), Barrier Railing (Precast Slab Spans, Cast w/Panel)

6. BR-05 (M), Barrier Railing  Transition

Guardrail:

1. MELT, Guardrail End Treatment

2. New Jersey Bridge Rail Retrofit

3. Anchor Block Retrofit

4. Approach Guardrail & Bridge Rail Rehabilitation (Misc. Details)

Detours:

1. Bridge Detour (Precast Concrete Panel)

2. Bridge Detour Substructure (Acrow Panel)

3. Temporary Precast Barrier

Signing:

1. Permanent Signing (Overhead & Ground Mounted Signs)

Lighting:

1. High Mast Tower Details

Miscellaneous:

1. YP-01(M), year plates
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Typically used Standard Plans maintained by other sections

1. SD-50,100,150,200 - 50 ft. to 200 ft. Spur Dike Details, (Hydraulics Section)

2. RS-31, Hazard Markers, (Road Design Section)

3. HS-01, Construction Signs and Barricades, (Traffic and Planning Section)

4. PM-01 (M), Raised Traffic Markers and Pavement Markings, (Traffic and Planning
Section)

Other standard plans not listed may be obtained through the DOTD General Files Section.
These include: roadway, hydraulic and traffic standard plans.

Rev. 12/01/99
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